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POLYURETHANE CAULKING CONTINUOUS,
2-APPLICATIONS PER JOINT, TYP.

76 x 76 x SL, 2 PER DIKE
SECTION <1-MALE, 1-FEMALE)

Sm LONG x 1.00m HIGH x 0.09m THIC
10 GUAGE GALVANIZED STEEL DIKE SECTIEIN TYP.

TYP.
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9mm N.C.x 32mm A307 PLATED
BOLT, C/W NUT, 4-TYP,

SECTION A
INLINE DIKE JOINT
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3.05m LONG x 1.00m HIGH x 0,09m THICK
10 GUAGE GALVANIZED STEEL DIKE SECTION, TYP.
POLYURETHANE CAULKING CONTINUOUS,
2-APPLICATIONS PER JOINT, TYP.

76 x 76 x SL, 2 PER DIKE
SECTION <(1-MALE, 1-FEMALE)
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19mm NC.x 26mm A307 PLATED
BOLT, C/W NUT, 4-TYP.

SECTION B
CURNER DIKE JOINT

NOTES:

-ALL STEEL CONFORMS TO CSA G40.21-M

-ALL GALVANIZED COMPONENTS CONFORM TO CSA G164-M

-DIKE SYSTEM UTILIZES THE PATENTED MILEPOST JOINT DESIGN.
—-KNEEBRACE NOT SHOWN FOR CLARITY
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